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12" THK
ANTI-FLOAT
BASE SLAB

10'

304 SST LIFTING CABLE & CHAIN 
FOR USE WITH FLYGT GRIP-EYE 
UNIT

OVERFLOW (BYPASS) SENSOR 
(OPTIONAL)

HIGH LEVEL REDUNDANT ALARM 
SENSOR

LINK SEAL or EQUAL

DISCHARGE PIPE
ANCHOR

 LIQUID LEVEL SENSING PROBE 
or RADAR WAVE

2" SCH 40 SST GUIDE RAILS

____" SCH 10 SST
DISCHARGE PIPING

FLYGT AND OR BARNES 
GRINDERS 'SLIDE PLUG' ELBOW

PUMP DISCONNECT
PANEL, NEMA 4X

SST EXPANDED METAL GRATING 
TO PROVIDE ATMOSPHERIC 
SEPARATION PER NEC 
REQUIREMENTS.

CABLE TRENCH &
WET WELL VENT

TPS  ALUMINUM ACCESS or 
S.S. COVER WITH SAFE-HATCH
PED. OR HS20 RATED

NOTE:
TRANSDUCER OR RADAR WAVE FOR
LIQUID LEVEL CONTROL. FLOAT
SWITCHES OPT.

CAM-LOCK QUICK CONNECT WITH CAP 
ACCESS FOR BY-PASS EMERGENCY & 
ROUTHINE MAINTENANCE

STANDOFF BRACKET,
304SS, (TYP. 2)

HI-BUILD EPOXY , GREEN COAT

PRECAST WETWELL BARREL 
SECTIONS PER ASTM  C-478

SINGLE OFFSET JOINT
R-3 RUBBER GASKETED

6" HDPE EZZ-Vac TM TUBE

INLET SEWER (BY OTHERS)
INVERT ELEV.

FLYGT PUMP AND OR BARNES 
GRINDERS
#____, _____HP

WET WELL BOTT.

SLEEVE COUPLING SS
DISCHARGE PIPING TO
BURIED PIPING (TYP. OF 2)

LINK-SEAL or EQUAL

REMOVABLE CABLE
TRENCH  GATE

SET NON-TRAFFIC TOP SLABS 
AND MINIMUM OF 12" ABOVE 
ADJACENT GRADE, OR 
INSTALL PIPE BOLLARDS AS 
REQ'D FOR PROTECTION

EXTENDED BASE SLAB TO 
PROVIDE 1.5 S.F. AGAINST 
UPLIFT

LINK-SEAL or EQUAL

PRE-CAST TOP SLAB NON 
TRAFFIC LOAD DESIGN
OPT. HS20 OCCASIONAL IR 
CIBTUBYAK

WET WELL

HT. CAN VERY


